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New 4+ Plow             Maximum Cut:  4 feet 8 inches





5’8”


















































9’7”




















Optional Boot used for 5” tile





Outside wheel width 10’





15’








9’10” with optional boot





8’1” with main boot





Constant Innovations





Improvements made such as ‘under Frame Clearance’ and placing the tires farther apart so that trash and rocks can flow through easier.  


Slope of the boot – We have been as steep at 50 degrees and as flat at 22 degrees.  On the high end, the plow pulled difficult in hard ground.  On the low side, we found that very little black dirt fell back on top of the tile.  After 20 years, we’ve found that with a 27 degree slope on the boot it pulls easier, good amounts of black soil on top of the tile and the plow stays on grade better in a wide variety of conditions…even frozen ground. 


The boot size - The front of the boot is now a little wider, to keep the dirt from smearing on the side of the ditch, for better drainage. We also found that by making the boot longer, (from an original 4 1/2 feet to a current 10 1/2 feet) I have no problem holding grade at 1/10 of grade per 100’


The boot shape – The plow now carries a ‘V’ bottom the entire length of the boot.  Current tile guides for the Midwest area recommend a ‘V’ bottom plow.  The biggest advantage is this feature is how it helps the tile to maintain it’s round shape.


New Products – I have made a new 4+ Plow for the demand of my customers..  This smaller plow works well for running smaller 3-4” tile lines between existing lines in the field.











Main Boot used for 3” or 4” tile  


Optional (shown here) Trailing Boot allows for 5” tile


Under frame clearance of 5’8”


Approx. weight 6,500 lbs.


Tire size 425-22.5


Same 27 degree slope as all other Johnson Drainage Plows








Main Boot used for 3-4” tile





CONTROLING THE GRADE IS DONE BY THE LARGE CYLINDER LOCATED ON THE TOP OF THE PLOW.  WHEN THE CYLINDERPUSHES IN THE POINT GOES DOWN.  WHEN THE CYLINDER PUCHES OUT THE POINT AND THE PLOW GO UP.  THE WHEEL CYLINDER RUNS ON FLOAT.  


ALL PLOWS COME WITH A WATER LEVEL.  THE WATER LEVEL IS USED TO SET THE PLOW IN AT FULL DEPTH AND ON GRADE.  IT CAN BE USED AS A GRADE INDICATOR AT 2% GRADE OR MORE.  


PLOWS ARE GAURANTEED TO WORK.  





6+ Plow        Maximum Cut 7’2”


Has 18” more under frame





11’3”





7’





10’11”





20’6”





Tongue – 18” long


Tires – std. Tires – 445 x 22.5


Option – 18.4 x 26


Std. Hubs – 8 bolt


Option – 10 bolt


8 1/2’ from bottom of the boot to the frame


Lift cylinder – 6” bore 20” stroke


Tilt Cylinder – 8” x 24”


Shank – 4” x 16” solid hi tensile plate – CR A572 grade 50*





*Hardest weldable steel, same as used by the major equipment manufacturers








Bolt on point


11’8” to 12’ wide


3” & 4” tile boot – front of plow 7” wide


5” & 6” tile boot – front of plow 9” wide


8” tile boot – front of plow 12” wide


All boot go on backside of plow


Approximate weight of plow is 12,100 lbs.


Front of plow 27” slope


25% less tongue weight


Max. Cut 7’2”





“Year after year customers tell me that my plows are easier to pull and operate than other manufacturer’s plows.”








